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DESCRIPTION StarStuk WWA Woodworking Adhesive is a canister supplied PROFESSIONAL USE 

Contact Adhesive designed specifically for the Woodworking Professional who desires an 

adhesive that does not contain chlorinated solvents.  WWA Spray Contact Adhesive is a 

versatile contact adhesive which offers the features and benefits that are suitable for most 

flatwork woodworking applications.  WWA’s fact tacking high strength bonding formulation 

combined with its canister spray application method is designed to demonstrate the 

efficiencies required to generate both application and material cost savings. 

FEATURES  - Web Spray 

 - No Chlorinated Solvents

 - Fast Tacking    

 - Moisture Resistance

 - Excellent Bond Strength          

 - High Coverage Rates 

 - No Ozone Depleting Solvents           

SUGGESTED APPLICATIONS WWA Contact Adhesive is designed for use bonding decorative laminates to particleboard 

in flatwork applications, and in a variety of other substrates applications including, veneers, 

fabrics, upholstery, cork, fiberglass and plastics. Always test intended substrate applications 

prior to beginning work to assure that WWA meets desired application and bonding results. 

DIRECTIONS FOR USE 
AND STORAGE

Make sure the areas/substrates to be bonded are clean, dry and free from oil, grease and 

other contaminations.  Attach and securely tighten a NorthStar EH hose to the matching 

fitting provided on the gun.  Attach the other end of the hose to the matching fitting on the 

canister.  Check the fittings for tightness.  Slowly open the valve on the top of the canister 

and check for leaks. Half way is recommended at first.  Once it is determined that no leaks 

exist make the required spray pattern adjustments on the EG1020 Gun of choice and begin 

work.  

WWA is designed to be applied to the two surfaces about to be bonded.  Spray an even coat 

of adhesive to cover 80% to 100% of the surfaces.  Do not totally wet the surface.  Allow to 

dry 2 to 5 minutes or until adhesive become tacky but does not transfer.  Place the coated 

surfaces together making sure that open time has not been exceeded and apply uniform 

pressure to the complete surface with a J-roller.  If open time has been exceeded repeat 

the process by applying an additional cost of material to both surfaces to be bonded and 

allow for proper drying time.  For porous surfaces and crucial areas such as edge-banding, 

it is recommended, that after the first application has dried adequately, to apply a second 

coat to improve the adhesive tack.  Full adhesive strength will be reached after 24 hours. 

Please note:  it is always recommended that adhesives and all substrates to be bonded be 

acclimated equally at a minimum temperature of 60°F or higher to help eliminate potential 

bonding failures and to achieve best results. 

WWA should be stored at room temperature with the gun and hose charged with adhesive 

for immediate use.  Best results are obtained when WWA is maintained at and used when 

temperatures are above 60°F.  WWA is not damaged by freezing temperatures however, 

should the product be subjected to cold or freezing temperatures return the canister and its 

contents to room temperature prior to use.  To assure both immediate and best performance 

results keep canister adhesive products off of concrete floors at all times.  Should the 

canister become empty or at any time the gun and hose assembly will be disconnected from 

the canister for a length of time clean the gun and hose immediately by attaching it to a 

canister of ACR or AR and flush completely.



NorthStar Chemicals StarStuk WWA
Wood Working Adhesive (WWA) 

PHYSICAL PROPERTIES SHELF LIFE: 15 months from date of manufacture

STORAGE: Not damaged by freezing. Return to room 

temperature prior to use.  Keep cylinder off floor 

at all times when temperature is below 60°F.

FLAMMABILITY: Flammable per ASTM E-681-04

Solvent: Hydrocarbon Blend

Appearance: Clear or Red in color

Glue % Solids: 25 - 35%

Specific Gravity: 0.68 - 0.72 g/cm3

5.6 - 6.0 lb/gal

VOC less coating, less exempt solids: < 440 g/liter

PACKAGING 30# Disposable Canister

140# Returnable Canister

DISCLAIMER OF WARRANTY Manufacturer and distributor of this product make no warranty, express or implied, 

including, but not limited to any implied warranty of fitness for a particular purpose. No 

warranty is made as to the use or effects incidental to such use, handling or possession 

of the materials herein described. User is responsible for determining whether this 

product is fit for a particular purpose and method of application and assumes all risk and 

liability associated herewith. Manufacturer liability is limited to replacement of product 

or reimbursement of purchase cost, at its sole discretion. No representative of ours has 

authority to change this provision which relates to all sales.

MANUFACTURER NorthStar Chemicals, Inc.

19 Smiley Ingram Rd. SE

Cartersville, GA 30121

770-386-6961 Tel

770-386-0615 Fax

getglue@northstarchemicals.com

MSDS INFORMATION www.northstarchemicals.com


